Autoclave User Manual
I. Basic information
	Band/Model
	TOMIN TM328

	Specification
	49 L, inner bucket size 30*70 cm

Sterilization temperature 121℃, Sterilization pressure 1.2 kg/cm2,  220V

	No. of property
	3110102001-397


II. Description
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III. Sterilization
1. Check the power cord is connected to the power supply and the drain pipe is fixed in the drainage hole
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2. Open the lid: Turn the handle Counterclockwise to loose and push to the left.
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3. Turn the vent valve and the drain valve clockwise to tighten the valves.
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4. Pour the DI water (about 2000-2500cc.) into the chamber. You should see the water over the gasket. Then put the items you want to sterilize into the basket, then put the basket into the chamber.

5. Close the lid: Push the lid to the right and turn the handle clockwise to tighten the lid.
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6. Turn on the power, and set rod to the left (Ster)

[image: image10.png]POWER
ON

OFF



[image: image11.png]=+ DRY





7. Set up the sterilization timer, then push the START button and start.
When the pressure up to 1.2kgs/cm2, the indicator lights up to start the timer. (It may take an hour for sterilization)
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When the sterilization finished, the alarm sounds continued 30S. Turn the drain valve counterclockwise slowly to drain the water in the chamber. The pressure of the pressure gauge goes down to zero. Then turn off the power.
IV. Notice
1. Never use the autoclave to sterilize any of the following hazardous materials (explosive, ignitable, oxidizing agents, flammables) or substances with alkali content. Sterilization of such objects can cause explosion, corrosion of the working chamber or chamber piping, deterioration of gaskets.

2. Do not pour anything except for water.

3. Do not use the autoclave for the purpose other than sterilization and agar preparation (dissolution).

4. Do not put your face or hands close to the chamber when lifting the lid after operations are complete; steam will gush out of the chamber.

5. The lid, chamber, gasket, and top casing are extremely hot immediately after the completion of operation. Do not touch the equipment or you may get burned.

6. Put on heat insulating gloves before removing a substance from the chamber. Do not put hands into the chamber until the steam has been vented.
7. Some time is required for liquids to cool. Be sure to check that the temperature has dropped sufficiently before unloading a liquid from the chamber or bums can result.

8. Never drain the chamber when the chamber is under pressure. Boiling water or steam may gush out causing burns.
9. If any abnormality occurs (e.g. abnormal sounds, smells, smoke), immediately shut the power off. After checking that the abnormal condition does not continue, call out authorized distributor in your region.

10. Scan the qr-code to fill the google form to submit the usage or through the link: https://forms.gle/yshzFAkBd8U4avbe7
